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Installation and connection of the Program 3

This manual describes how to operate User Program(GUI).
For more information, refer to related manuals as following.

(1) User Manual_Text
(2) User Manual_Communication Function

1 . Installation and connection of the Program
This chapter describes the user program(GUI) used for the installation and running test

of the controller.

1 - 1 . Installable PC environment
Type : Compatible with PC/AT
Ethernet 10/100base-T/TX Lan Card
Hard disk capacity more than 10MB
Screen SVGA(1024x768 or more)
CPU Pentium4 2.0GHz or more
OS : PCinstalled with Windows7/ 8.1/ 10(32/64Bit)

1 - 2 . User Program(GUI) installation method
Download [Ezi-MOTION Plus-E V6_Setup] program on FASTECH website

(http://fastech-motions.com/new/eng/sub0301.php) and install as shown below.

Select a folder where the program is installed.

Click 'Next'.

cly
Select Destination Location
Where should FASTECH Ezi-MOTION Plus-E Setup Program be installed?

Setup will install FASTECH Ezi-MOTION Plus-E Setup Program into the following
folder.

To continue, click Next. If you would like to select a different folder, dlick Browse.

C:¥#Program Files (x86)#FASTECHEZi-MOTION Plus-E V6 Browse...

At least 80.4 MB of free disk space is required.

Back Next Cancel
H )
Select Window Start menu folder.
Select Start Menu Folder
C | I n k ‘N ext'. Where should Setup place the program's shortcuts?
§= Setup will create the program’'s shortcuts in the following Start Menu folder.
To continue, dick Next. If you would like to select a different folder, dlick Browse.
Ezi-MOTION Plus-E V6 Browse...
Back Next Cancel
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Installation and connection of the Program

Check ‘Create a desktop shortcut’.
Click 'Next'

Check Installation location, Start menu folder,

additional setting(desktop shortcut).
Click ‘Install’.

Installing

When installation is completed,
select ‘Start a program’.
Click ‘Finish".

¢l Setup - FASTECH Ezi-MOTION Plus-E Setup Program

Select Additional Tasks
Which additional tasks should be performed?

E2i-MOTION Plus-E Setup Program, then diick Next.
Additional shortcuts:
{8 Create a desktop shortcut

Back

Select the additional tasks you would like Setup to perform while installing FASTECH

Cancel

¢l Setup - FASTEC

ON Plus-E Setup Program

Ready to Install

Setup is now ready to begin installing FASTECH Ezi-MOTION Plus-E Setup
Program on your computer.

Click Install to continue with the installation, or diick Back if you want to review or
change any settings.

Destination location:
C:#Windows#Ezi-MOTION Plus-E V6

Start Menu folder:
Ezi-MOTION Plus-E V6

Additional tasks:
Additional shortcuts:
Create a desktop shortcut

Back Install Cancel

¢l Setup - FASTECH Ezi-MOTION Plus-E Setup Program
Installing

Please wait while Setup nstalls FASTECH Ezi-MOTION Plus-E Setup Program on
your computer.

Extracting files...
C:#Windows#Ezi-MOTION Plus-E V6#Include_x64#FAS_EzMOTIONPIUSE.h

Cancel
€

9.

el Setup - FASTECH Ezi-MOTION Plus-E Se

p Program

Completing the FASTECH
Ezi-MOTION Plus-E Setup
Program Setup Wizard

Setup has finished installing FASTECH Ezi-MOTION Plus-E
Setup Program on your computer. The application may be
launched by selecting the installed shortcuts.

Click Finish to exit Setup.

Launch FASTECH Ezi-MOTION Plus-E Setup Program
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Installation and connection of the Program 5

When installation is completed, you can find the below files in the selected folder.

Home  sShare  View L7]
’ LJ & cut X 1 3 New item ~ j Open FH setect ail
W Copy v 4 Easy access ~ Edit Select none
Pinto Quick Copy Paste _ Move Copy Delete Rename  New Properties =
access [7] Paste to . folder - History [ Invert selection
Clipboard Organize New Open Select
« . 4 > ThisPC » Local Disk(C:) > Program Files (x86) > FASTECH > Ezi-MOTION Plus-E V6 v & | SearchEzi-MOTION Plus-EV6 @
A Name . Date modified Type Size
s Quick access
[ Deskiop - Example File folder
Include File folder
& Downloads * Include_x64 File folder
[Z Documents * ko-KR File folder
[&=] Pictures * model_desc File folder
by * PT_Samples File folder
= file (\192.168.0.201) Z) . E, ChangeLog.htm! HTML File 55 KB
B This PC 2 | EPPlus.dil DLL File 1,221KB
= 5 ) EziIMOTIONPIusE.dll DLL File 101 KB
F EzMOTIONPIusE.exe Application 182 KB
| EzMOTIONPIusR.dll DLL File 138 KB
) Jint.dil DLL File 244KB
B F MainGUlL.exe Application 1,908 KB
b} {51 MotorDefines.ini Configuration sett...
7 NetworkModule.dll DLL File
B TR P | NLog.dil DLL File
-3 3D Objects E ProtocolTest.exe Application
[ Desktop unins000.dat GOM D] CJOf TH
[ Documents i5) unins000.exe Application
& Downloads = unins000.msg Outlook F=
D Music
(m=] Pictures
1 Videos v
Ditems  State: @ Shared 5
sy AR IR TR CHanlR PINNRY  tant

1) Include folder : *.dll, *.lib, *.h, *.cs files (32bit, C#)

2) Include_x64 folder : *.dll, *.lib, *.h, *.cs files(64bit, C#&)
3) Example folder : source code for sample
)

4) PT_Samples folder : sample data files for position table

1 - 3 . Connecting PC with Drive Module
(1) Execute User program(GUI) icon(Ezi-MOTION Ethernet V6) and click "Connect,. Then

the following window will be displayed.

Connect

FNANSTECH

Fast, Accurate, Smooth Motion

Yersion : B,41,13,19 (Revision 190)
Add Device

IP Address @ 192,168, 0 . &

IP Address Status

Brsosa;‘rgis': Refresh Status Connect (IDP)
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Installation and connection of the Program

Button Description
Enter IP Address and add on the list.
ADD If the product does not exist with added IP Address, it will not be added on
the list.
Broadcast Search iearch all products that be connected to GUI and add the product on the
ist.

@ REfresh Status Check the connection status of the product on the list.

h Connect

Connect the product on the list and execute GUI.

e

@® When setting the IP address differently for each product and clicking ‘Broadcast

Search’, all products are displayed on the list. Click ‘Connect’ to connect all products

with GUI.

A

Caution

1. Please assign different IP Address to each connected devices within
one network(segment).
2. If the connection fails, check the IP conflict and IP Address of PC.

(2) When the connection is completed, the window will appear as shown below.

1) IP Address of connected devices

2) Type of all connected devices

3) Firmware Version

[# Board List ==
Product Type Yersion
AP 192 1680,3 Ezi-10 Ethernet D8 Ezi-10 Ethernet A0 (W06, 01,020,13)
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Main Window 7

2 . Main Window

Tvem Wession
ST eIl el PiiE IWUTIS S SATE Plis-E PR T
" ESI Gl P

- i £ Er AT PrimE R W O]
WFEIGLLE  EzeD Gets Pk T 2 SATE Pug-ECUEILUILIN)
P IDISN 5D Gus PueEINEUTIE 200 SATE Plos-ECWEILIILN)

s

This is the basic window to operate the program. Each window is displayed in this window.
The user can open each window with a toolbar. Buttons become enabled or disabled

depending on the connected board.

2 -1 .Menu

Drive  View Tools Window Help

4 Connect ‘|E: Parameter List |E /O Monitor @U{J Setting |1%Mct|0n Test  Position Table ‘noutpm EI/O Gate Summary Monitor Setting
'View' menu shows other screens. In the ‘Drive’ menu, you can select communication

connection or disconnection function.

2 - 2 . Toolbar

Drive  Wiew Tools Window Help

& comect [ soard st | §— parameter it | [§] vo montor {5} vO Setting | (£ Motion Test Fosition Tatle e OUPLE © VO Gate Summary Monitor Setting
The Toolbar icons become enabled or disabled depending on the type of connected board.
In case of Ezi-IO Ethernet product, Connect, Board List, Output, Summary, Monitor and
Setting icons become enabled.

Click each button to execute the following functions.

Button Description
Connect To connect or disconnect with the drive
Board List To display information of the connected module and communication
status
Output To display DLL function corresponding to the command being executed
Summary To check the status of all connected Ezi-10
Monitor To check current status of one module
Setting To set, save, load the parameter values or logic
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Main Window

2 - 3 . Output

-

— [ &2
Connect Ezi-10 Ethernet [808 (IF © 192, 168,0,2)

FaAS_GetlOLewel(2, [0x01) ‘return 0=00

Fas_SetQutput(?, =200, 0=0) return 0=00

Fa&S_SetQutput(?, 0x400, 0=0) return Ox00

F&S_SetQutputi2, Ox2000, 0:0) return Ox00

F&S_SetQutputi2, Ox0, Ox400) return 0x00

FAS _SetQOutput(Z, 0x0, 0x2000) :return 0x00

Click ‘Output’ at the Toolbar or check off [Menu] — [View] — [Output]

This window shows commands used for the controller. The user can check which functions
are used, how the parameter values are set and how the commands are processed.

The window shows the functions which are input by the user or used when the user clicks
each button. For more information about Command, refer to "User

Manual-Communication Function.

2 - 4 . Board List
This window shows the connected drive list. The user can check information of each drive.

There are buttons to go to windows for function setting and testing.
54 Board List \EI

Product Type Wersion
o IHEAE 3 Ezi-I0 Ethernet ADS Ezi-I0 Ethernet Al

es Motion Test

Alarm Logs

Ezi-10 Summary
Ezi-10 Menitor
Ezi-10 Setting
Parameter Compare

Config Slave ID / IP Address

1) Board IP address and type

2) Firmware Version number of board

® Disconnect / Reconnect

Disconnect : Disconnect the communication
Reconnect : Reconnect the communication

® Ezi-IO Monitor
Input : Input / To monitor information such as Latch and to control related to Latch
Output : To monitor and control the output
A/D : To monitor A/D converted value
D/A : To activate DAC CH and set DAC value

® Ezi-|O Setting
Input : To set, save and load the input Active Level
Output : To set, save and load the output Active Level
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Main Window

A/D : To set, save and load the analog input range, filter buffer length, offset
D/A : To set analog output range, calibration value(High, Low)

® Ezi-IO Summary
The status of all connected Ezi-lO Ethernet can be monitored at once.
In case of Output module, you can control and monitor.
When clicking the Product IP on the list, window about the product opens.
When Ezi-IO Ethernet AD is activated, preset DAC value is displayed.

[ Ezi-10 Summary (=3
List
I P : 192,168.0,3 [[a0 || -5 -7 -8 -7 -6 -7 -7 -7
Ezi-I0 Setting Close

® Config Slave ID / IP Address
To change the setting of default IP Address / Subnet Mask / Gateway.

(1o Canfig (i |

Sefting

IP Address: Ed 168, 0, 3
Subnet Mask: 255, 285, 255, 0
Default Gateway: 192 168, 0, 1

Close

b

After clicking ‘Write’ and resetting the power, new configuration is applied.
Last number of IP Address does not change.
Last number of IP Address is set via Switch.

Ex) When changing IP Address from 192.168.0.3(Switch : 3) to 192.169.10.100, IP Address

is changed to 192.169.10.3.

www.fastech—motions.com

9



10

I/O Monitoring and Setting

3 . 1/0 Monitoring and Setting

3 - 1 . Monitoring

[%] Ezi-10 Menitor

IP:192.16803 4= =

&0
AD 1 AD 2 AD 3 AD 4 AD & AD B a0 7 AD B
6 )7 s L7 |7 ][+ J[ =% [[ 7
| | | | | | | |
Ezi-I0 Setfting Close

A/D converted value of all channels for the module can be monitored.

3 - 2 . Setting

25 Ezi-I0 Setting ==
IP : 192.168.0.3 a o
Settings
A0 (0 -10% ~ 10Y «|  Filter Len, : |I| Offset |I|
A0 2 0 -10% ~ 10Y «|  Filter Len, : |I| Offset |I|
403 (0 -10% -~ 10Y «|  Filter Len, : |I| Offset |I|
A0 4 (0 -10% ~ 10Y <! Filter Len, : |I| Offset |I|
D6 [0 -10W ~ 10y <! Filter Len, : |I| Offset |I|
DG [0 -10W ~ 10y <! Filter Len, : |I| Offset |I|
DT [0 -10v ~ 10y «|  Filter Len, : |I| Offset |I|
D& [0 -0V ~ 10y «|  Filter Len, : |I| Offset |I|
Set to Default Load ROM Save to ROM Close
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I/O Monitoring and Setting 11

1) Setting analog input range :
@ 0~4:When SW3.1 is OFF, setting is available.

0:-10 ~ 10V 3:0~10V
1:-5~5V 4:0 ~ 20mA
2:-25~25V

@ 16~19 : The value set by SW3.3~10 is displayed.
16:-10 ~ 10V 18:-25 ~ 25V
17 :-5 ~ 5V 19:0 ~ 10V

2) Filter buffer length :

Moving average filter function is provided to remove the noise in the analog signal and
reduce the fluctuation of analog input value. The filter time interval of the moving average
filter can be set between 0 and 200msec.

Filter length buffer can be set between 0 and 1,000. (Unit : 200ps)

When using moving average filter, set the filter buffer length 2 or higher. When the

filter buffer length is 0 or 1, analog signal is not filtered through moving average filter.

3) Offset :
Offset function is provided to calibrate the deviation of voltage and current data
caused by installment environment.
Offset value can be set between -1000 and 1000.
A/D converted value is applied as [A/D converted value + Offset value].

Change in Offset is applied immediately.

4) Default value setting :
Analog input range, filter buffer length and offset value is initialized(0).
When SW3.1 is ON, analog input value is not initialized and the value set by SW3 is
maintained.

5) Loading ROM :
Set values stored in ROM is loaded to RAM.

6) Saving to ROM :
All changes are stored in RAM temporarily. Click 'Save to ROM’ button to save to ROM.
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FNANSTECH ® A part of or the entire manual is prohibited from

posting or copying without permission.

FaSt; ACCUfate; Smooth Motion ® |f you need a user manual to the loss or damage,
etc., please contact us or your nearest distributor.
FASTECH Co., Ltd ® Information in this manual is subject to change
655, Pyeongcheon-ro Bucheon-si, Gyeonggi-do, without prior notice due to product
Rm #1202, 4071-dong, Bucheon Techno-Park improvement, change in specifications, etc.
(Postal code: 14502) ® Ezi-IO Ethernet AD is a trademark of FASTECH

TEL: 032-234-6317 FAX: 032-234-6302

E-mail: sales@fastech-motions.com

Co. Ltd. Registered in Korea.

© Copyright 2021 FASTECH Co. Ltd. Dec 20, 2021 Rev.01
Homepage: www.fastech-motions.com
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